
Hawkeye International, Ltd.
1243 W. 134th Street
Gardena, CA 90247

Tel: 310 324 4047
FAX: 310 324 6461

E-Mail: ckelley@hawkeyeintl.com
Web site: hawkeyeintl.com

DATA SHEET

SAFETY CUTTERS

Hawkeye Safety Cutters are available in two sizes for many uses. The
primary use is for trimming and cutting of fiberglass. The wheel design
makes it possible to cut exotic shapes with ease.

The safety design of these cutting tools makes I extremely difficult to
sustain any injury while using these tools. We have found many and
varied uses for these tools.

Hawkeye replacement blades are available for these tools.

NOTE: Technical information furnished by HAWKEYE is based on laboratory findings and is believed to be correct. No warranties
of any kind are made except that materials supplied are HAWKEYE standard quality. All risk and liability arising from handling,
storage and use of HAWKEYE products, as well as compliance with applicable legal restrictions rests with the buyer.
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HK925 TABLETOPS

HK925 Tabletops are manufactured of cast urethane. The work tabletops are self-
sealing which provide a smooth working surface for the longest possible life.

SPECIFICATIONS

Durometer 90
Modulus, psi @ 50 800
Tensile Strength, psi 6,000+

Sizes:
Width 12’ maximum
Length 50’ maximum
Thickness 9” maximum

ASTM tests used throughout as follows:

Tensile Modulus ASTM D-412
Tear Strength

Die “C” ASTM D-624
Split ASTM D-1938

Compression Modulus ASTM D-575
Compression Set ASTM 395-B

NOTE: Technical information furnished by HAWKEYE is based on laboratory findings and is believed to be correct. No warranties
of any kind are made except that materials supplied are HAWKEYE standard quality. All risk and liability arising from handling,
storage and use of HAWKEYE products, as well as compliance with applicable legal restrictions rests with the buyer.
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SONTECTOR 112
Ultrasonic Leak Detector

Ultrasonic sounds in the range of 35,000 to 45,000 cps are
detected by these instruments and converted to corresponding
audible sound. This conversion retains the sound character
so that little or no training is required prior to use. For
example, the ultrasonic sound of a gaseous leak, when converted,
has the same hissing characteristic with which we are all familiar.

Solid-state circuitry is used in all models for long battery life
and high reliability under field conditions. The units use a
standard 9 volt transistor radio battery obtainable at most drug
stores. Maintenance consists of periodic battery replacement and
requires no special batteries or other parts.

Leak Detection can readily be accomplished on both vacuum and pressure vessels. The hand probe or
Sontector 112 is highly directional and is pointed at the area under test ad waved back and forth to locate
the source of the leak sound by the sharp peak in audible intensity as the probe points directly at the leak
source. Closer approach to the leak increases sound intensity so that a leak may be precisely located. In
cases where several leaks or other ultrasonic noise sources interfere with this process, the sound
concentrator may be slipped over the nose of the probe and the suspect area closely examined with its tip.

The Sontector 112 is our most versatile instrument. It incorporates a loudspeaker and meter read-out and
may be used with the accessory contact probe to evaluate the condition of machinery and internal
operations.

NOTE: Technical information furnished by HAWKEYE is based on laboratory findings and is believed to be correct. No warranties
of any kind are made except that materials supplied are HAWKEYE standard quality. All risk and liability arising from handling,
storage and use of HAWKEYE products, as well as compliance with applicable legal restrictions rests with the buyer.
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Hawkeye Safety Cutters are available in two sizes for many uses. The
primary use is for trimming and cutting of fiberglass. The wheel design
makes it possible to cut exotic shapes with ease.

The safety design of these cutting tools makes it extremely difficult to
sustain any injury while using these tools. We have found many and
varied uses for these tools.

Hawkeye replacement blades are also available for these tools.
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SAFETY CUTTERS

Hawkeye Safety Cutters are available in two sizes for many uses. The
primary use is for trimming and cutting of fiberglass. The wheel design
makes is possible to cut exotic shapes with ease.

The safety design of these cutting tools makes it extremely difficult to
sustain any injury using these tools. We have found many varied uses
for these tools.

Hawkeye replacement blades are also available for these tools.

DIRECTIONS FOR USE

Adjust brake: ’HARD’ for thick or heavy
materials and ‘SOFT’ for thin cloth or
other light materials.

Hold firmly and press wheel down
on cloth or other material to be
cut. This disengages spring safety
flange from cutting wheel.
While maintaining pressure, roll
wheel evenly forward and
backward to cut.

Relieving pressure automatically
re-engages spring safety flange.


